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PORTICO & COLUMN
F I T T I N G  G U I D E



Fitting guide is suitable for solid brickwork & 7KN Blockwork 
(Any other substrate may need alternative fixings) 

IMPORTANT NOTE
FOR TECHNICAL ADVICE CALL

01204 657 775

1: Fixing The Columns
For All Portico & Column Types

Positioning & Fixing The Columns

1.1 Position the columns in an upright position 
according to your preferred width and depth 
relative to the portico.

1.2 The columns will require a solid foundation, 
which will depend on the characteristics of your 
property and its surroundings.

1.3 Pour wet concrete into the top opening, filling it 
to about 10 inches from the bottom. 
Wait until fully set. 

1.4 Fill the column with dry sand until it is about 10 
inches from the top, ensuring that it is 
compressed as you go.

1.5 Pour wet concrete into the remaining space, 
filling it up to a height of 10 inches.

1.6 While the concrete is still wet, place a steel bar 
(400mm) in the center, leaving 150mm protruding 
from the top. This will serve as a locator for 
the canopy.

Recommended Fixings:
7.5mm x 80mm Concrete Screws
5mm x 50mm Wood Screws
Hinged Screw Caps
Timber
Rawlplugs

Required Tools:
Various Drill Bit Sizes
Silicone Sealant

10”/25.5cm

10”/25.5cm

Suitable Foundation

Concrete

Concrete

Sand Required agrigate for 
fixing the columns



FOR TECHNICAL ADVICE CALL

01204 657 775

1.7 At the base of the canopy, mark and drill holes 
for the locating bars at the top of the columns.

1.8 Position the canopy base in place over the door, 
centralise, and level. Mark and drill through the 
steel plate fixing locations in the back of the base.

1.9 To prevent water migration, apply clear silicone
sealant to the reverse side of the canopy prior
to fixing. Slide the canopy towards the wall.

2.0 Use 100mm concrete fixings to securely attach
the canopy base to the wall.

2: Fixing The Portico
For All Portico & Column Types

Positioning & Fixing The Canopy

2.1 Secure the roof through drilled holes in the
brick, using 50mm screws into the Rawlplugs,
and the provided screw caps.

2.2 Apply a bead of silicone sealant along the top of
the roof upstand. This is essential, as neglecting
it can lead to water ingress inside the base.


