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GRP Products Ltd
Units 1&2 Cawdor Mill
Cawdor Street

Bolton

BL4 7JA

Telephone: 01204 657 775
Email: purchasing@grp-products.co.uk



FOR TECHNICAL ADVICE CALL
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Fitting guide is suitable for solid brickwork & 7KN Blockwork

(Any other substrate may need alternative fixings)
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1 : Wa I I B ra C kets Required Tools:

Power Drill

For Type G Glass Canopy Hommer
V110 Spanner o Socket Head
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Clearly mark through the holes onto
the wall using a marker pen or chalk

Hold up the provided drilling
template above the door in the

desired position for the canopy

Remember the glass sits approx 210mm
above the bottom of the wall bracket
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Accurately drill using a @ 16mm
masonry bit 100mm deep into the marks
made using the template

Firmly tap the anchor bolt sleeves into
the @ 16mm drilled holes until they
are flush with the face of the wall

Fasten the wall mounted brackets with the
M10 bolts provided. At this stage DO
NOT tighten the bolts, leave them slightly

loose to allow movement on the brackets
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Place the cardboard packaging on the
scattfolding/platform ready to recieve the glass. Position
the glass flat down as near to its fixing points as possible

Lift and position the glass onto the brackets, lining up
the glass holes with the bracket holes

Separate the glass clamp fittings provided, leaving the
rubber spacer on the stainlesss steel thread

Working from one end - place the bottom section of the
glass clamp underneath the glass (on top of the bracket
hole) in line with the glass holes. Insert the stainless steel
thread with rubber spacer through and tighten down
into the bracket riv-nuts. Ensure the rubber washers are

positioned correctly between the glass clamps and glass
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Repeat this process until all glass clamps are securely
fixed through the glass into the wall brackets
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Use a suitable cleaner and non-abrasive cloth

to clean down the glass
Finish off with paper towelling

Finally, tighten all bolt fixings in all brackets




